
	
Tree Pits (Mature Trees) 
 
 
 
An Oltco aggregate size of 10mm requires a standard depth of 40mm 
 
 
 
Granular Sub Base     Eco Grid      Tree Sand 
Laid in well compacted layers.   Installed by Oltco. 52mm depth   Laid in well compacted layers to Arborist’s 
A 150mm minimum depth of well    fully connected cellular reinforcement  specification. 
compacted Type 3 granular sub base to   structure in-filled with well compacted 
SHW clause 805 or 4/40mm, 4/20mm  4/10mm graded crushed aggregate 
blinded with 2/6.3mm crushed stone   to BSEN 12620. 
graded concrete aggregate. EN12620. 
 
A geo-textile membrane to prevent upward migration of fine soil particles may be required. 
 
For further protection against reflective cracking in the resin bound gravel due to movement/subsidence around the root area as the tree develops then a 
crack reduction membrane is recommended. 
 
Benefits of Resin Bound – smooth, seamless finish with no loose stones, fully permeable, UV stable, low maintenance, choice of colours, long lasting, 20 
year guarantee. 

	



Notes: 
 
Oltco resin bound can be overlaid onto existing asphalt or concrete surfaces of suitable construction for the traffic expected. 
Any movement joints or construction joints in concrete should be extended up to the surface of the Oltco resin bound. Any cracks need to be broken out 
and filled if necessary with a polymer or cement crack filling product. 
It is advised that concrete bases are primed with a suitable primer before installation. 
If any area will be prone to traffic of heavy vehicles then structural layers, which have been designed according to Highways Agency requirements should 
be used. 
The maximum deviation of the binder course should not exceed 3mm under a 1 metre straight edge. 
The thickness of the sub-base layer required is dependent on the sub-grade soil conditions and expected loading. 
If plastic or silty sub-grade is present (CBR<2% then a granular capping layer may be necessary. 
Oltco base material is formulated using the same permeable technology as Oltco surface products. Oltco base can be used as an alternative option for the 
regulation of existing or newly laid bases to achieve required deviation tolerances (3mm under a 1metre straight edge) or as a binder course where it is 
impractical to use more traditional base material. 
 
If further information is required then please contact a member of Oltco’s team on 01637 839000. 
 
 
 
 
 
 
	
	
	

	


